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(CONDENSED SECTION FOR 040-504-701) 


ADDENDUM 040-931-701 
Issue 1, January 1974 


1. GENERAL 1. REQUIREMENTS 

1.01 This addendum supplements Section 040-931-701, The following change applies to Part 1 of this 
Issue 4. The attached page must be inserted section: 

in the section in accordance wth the filing instructions 

above. This addendum does not effect the Equipment (a) Table A—revised. 

Test List. 


1.002 This addendum is issued to add Spring 
Combination Figure Numbers 230 and 231 
to Table A. 
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ISS 4, SECTION 040-931-701 


TABLE A — SPRING COMBINATION FIGURE NUMBERS AND 
CONTACT POSITIONS (Cont) 


SPRING COMBINATION FIGURE NUMBERS 


CONTACT 


POSITIONS 221 - 222 223 224 225 226 227 228 
12 EBM EBM M M_ EB’ EB EBM EB 
11 EBM EBM M EBM EBM EBM — EB 
10 — EBM EBM EMB EBM EBM M EM 

9 -EMB EBM — EMB EMB EBM M EMB 
8 EMB EBM EMB EMB EMB EBM M EMB 
5 EMB EBM EMB EMB EMB EBM M EMB 
4 EMB EBM — EMB EMB EBM M EMB 
3 = EBM EBM EMB EBM EBM M EM 
2 EBM EBM M EBM EBM EBM — EB 
1 M EBM M M EB EB EBM EB 
M — Make 
EMB — Early Make Break See Requirements 2.08 and 2.09. 


EBM — Early Break Make 
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